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E-150 

PRODUCT DATA SHEET 

MODEL: E-150-1024 

SPECIFICATIONS: 

MODEL NUMBER: E150-ABP-1024 

PUMP DESIGN: Positive Displacement 3 Chamber Diaphragm Pump 

CHECK VALVE: None 

CAM: 2.5 Degree 

MOTOR: Permanent Magnet 

VOLTAGE: 24 VDC 

BYPASS: 120 psi ( Adjustable ) 

PRESSURE SWITCH: None 

 

LIQUID TEMPERATURE: 38°C Max 

PRIME: Self-Priming Up To 2 M Vertical Max 

PORTS: 1 / 4 " Quick Connect 

 

MATERIAL OF CONSTRUCTION: 

PLASTICS – Nylon 

VALVES – Epdm 

DIAPHRAGM - Santoprene 

FASTENERS - Zinc Plated Steel or SUS 

BRACKET – Steel Mount  

 

NET WEIGHT: 2.4 Kg 

DUTY CYCLE: Continuous ( Please refer the data sheet on Page 5 ) 

APPROVAL: CE , ( NSF-61 : 69***-***-*** ) 

TYPICAL APPLICATIONS: R.O. Booster Pump 
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E-150 

PRODUCT SURVEY 

MODEL : 69HB5-E4K-B09 

DIMENSIONS: MM 

 

NO.       

YP17090201 85 53 81 5 57 73.5 

YP17090202 85 53 81 5 57 73.5 
 

Leakage Test : 

NO. 150 psi - 5 min 

YP17090201 Passed 

YP17090202 Passed 
 

Self-Priming ( Vertical ) : 

NO. None 0.5M 1.0M 1.5M 2.0M 

YP17090201     ◎ 

YP17090202     ◎ 
 

 

AQ&Q TESTING CONDITION PIPING DRAWING 
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E-150 

1.TEST ITEM：FLOW RATE & CURRENT ( Flow rate & current under each pressure )  

MODEL：YP17090201 

 

PRESSURE                   

(PSI) 

FLOW                

(ml/ min) 

CURRENT         

(AMPS) 

VOLTAGE       

(VOLTS) 

40 2250 0.60  

24VDC 

50 2100 0.73  

60 2000 0.88  

70 1900 0.99  

80 1750 1.12  

90 1600 1.23  

100 1200 1.34  

120 By-Pass 1.52  

 

MODEL：YP17090202 

 

PRESSURE                   

(PSI) 

FLOW                

(ml/ min) 

CURRENT         

(AMPS) 

VOLTAGE       

(VOLTS) 

40 2300 0.63  

24VDC 

50 2150 0.77  

60 2050 0.88  

70 1900 1.00  

80 1800 1.11  

90 1600 1.23  

100 1150 1.34  

120 By-Pass 1.53  

 

 

 

TEST CONDITION:  INLET PRESSURE 30 PSI 
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E-150 

AVERAGES OF FLOW RATE & CURRENT RATE FOR  MODEL : YP17090201, YP17090202      

                  

             

PRESSURE                   

(PSI) 

FLOW                

(ml/ min) 

CURRENT         

(AMPS) 

VOLTAGE       

(VOLTS) 

40 2275  0.62  

24VDC 

50 2125  0.75  

60 2025  0.88  

70 1900  1.00  

80 1775  1.12  

90 1600  1.23  

100 1175  1.34  

120 By-Pass 1.53  
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TEST CONDITION:  INLET PRESSURE 30 PSI 
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E-150 

2.TEST ITEM：THERMAL TEST 

( Temperature of tested pump will be measured in every 15 minutes when pressure at 80 psi. ) 

 

 

     MODEL                      

TIME(min) 
YP17081901 YP17081902 Temperature 

Initial Temp. 32 33 33  

15 36 37 37  

30 39 39 39  

45 41 41 41  

60 41 42 42  

75 42 43 43  

90 42 43 43  

105 42 43 43  

120 42 43 43  
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TEST CONDITION:  INLET PRESSURE 30 PSI 

 

 

  


